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Please read these installation instructions carefully before installing this luminaire. The luminaire is designed for installation in accordance with relevant 
Australian Standards (AS/NSZ 3000). Installation of this luminaire must comply with local and national regulations. If luminaire is not installed 
according to the instructions, the warranty for the luminaire may be void.
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Cleaning

Before cleaning, disconnect from mains supply and 
allow luminaire to cool.

Regular cleaning of the luminaire is strongly recommended. In harsher 
conditions, it is recommended that a strict cleaning schedule is in place 
to ensure no eroding chemicals are left on the surface for long periods. 
To clean luminaire, only use a damp, microfibre cloth. A dilute solution of 
a mild pH-neutral liquid detergent can be used for resistant dirt 
(Solvents must not be used). Please note surface of luminaire must be 
wiped down with a clean damp microfibre cloth to ensure no residue is 
left on the surface. Take care not to damage the surface of the 
luminaire. Do not use high pressure cleaners.

Corrosion Protection

Class III

It is important to note that care must be taken during 
installation or maintenance to ensure that the surface of 
the luminaire is not damaged. Any damage, which is 
exposed to moisture will result in corrosion occurring. 

Please also note that any chemical applications on the luminaire will 
cause corrosion of the surface of the luminaire and will void the warranty.

Luminaire in which protection against 
electric shock is provided by the use of 
Extra Low Voltage.

Protected against dust completely and
Jets of water from all directions.

This luminaire is suitable for outdoor 
use, taking in consideration of the IP 
rating.

Cleaning of Luminaire Lens

The luminaire lens or glass can be cleaned with glass 
specific cleaning agents that are ph-neutral, alcohol-free 
and non-abrasive. Always use a damp microfibre cloth and 
take care not to damage any seals surrounding the glass.

Outdoor Use

24V DC Supply.

24V DC

Dimming

For dimming capabilities, luminaire must be paired with 
dimmable electronic control gear. Please refer to control 
gear's instructions for pairing of suitable systems.

Wiring

This luminaire must be used in conjunction with a remote 24V 
Constant Voltage electronic control gear. Multiple luminaires 
must be wired in parallel.

IP65


