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Universal light is the design ethos from which
all our luminaire ideas are shaped. It is through
simplicity of design and expansiveness of
functionality that we engineer light to elevate
built environments of all types. We see each
luminaire as an adaptive tool that can be finely
tuned for any architectural application, no
matter the design intent.

Editorial

Light acts as an enhancer to both the built
environment and the people that inhabit it.
Our luminaires take into consideration both the
architectural and human sides of lighting to create
harmonious spaces in which we work and live in.
Our 2019 product releases continue this philosophy.

Each and every project brings
a unique set of requirements
and challenges. Whether it is a
boutique hotel or a large scale
public space, our luminaires are
designed with versatility in mind
rather than a singular application.
Our focus is geared towards
adaptable ranges that can extend
across any number of project
applications. In our upcoming 2019
collection of products, we have
extended a number of existing
ranges and developed entirely
new designs for evolving trends in
the market.
On the extension front, we have
expanded upon our signature
Titanium Series, the Akira Series
and the Cuadro Wall Light.
The Titanium Series becomes
increasingly holistic with the
introduction of surface mounted
and suspended variations of the
Titanium Starlight, a surface
mounted variation of the
Titanium Slotter Series and a
new micro-sized Titanium SemiRecessed. Introduced last year
as a reimagined ceiling luminaire,
the Akira Series has been
broadened to include suspended
and track mounted options.

2

Edition 18.2.19 | Product design and technical data may be subject to change

To provide more flexibility in
pathway lighting, the Cuadro
Wall Light can now be configured
as a wider interpretation of a
pathway luminaire.
To further align our product range
with our universal light philosophy,
we have developed a number
of new luminaires ranging from
recessed ceiling lights to our first
foray into entirely new categories
such as handrail lighting. The
Compass Inground Series, Pilot
Handrail Light and Link Recessed
Wall Light signifies a major step
forward in providing end-to-end
solutions for outdoor architectural
spaces. Each of these luminaires
work independently and as a
cohesive whole to bring outdoor
spaces to life with ease.
Our range continues to evolve and
grow with the needs of architects
and engineers but our philosophy
remains steadfast – a universal
light that can meet the individual
demands of each and every
project application. In the context
of an industry that continues
to evolve, we are assured in our
product offering and in our R&D
to innovate.
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The world of specification and construction is
changing. There is a trending shift towards a
more digital-focused design and specification
process that is more up-to-date, streamlined
and collaborative.

Over the past nine months, we
posed the question of how we
could make navigating our library
of 100,000+ configurations
seamless for specifiers. The
resulting platform was the Unios
Toolbox – a universal platform
for configuring, bookmarking,
specifying and collaborating
on luminaires for any project.
Our two primary driving forces
in the development process
were speed and accuracy. The
first stage involved building an
interface that made specifying
our comprehensive library of
luminaires effortless. The second
stage involved ensuring complete
and accurate data and files were
accessible at all times.
In a 2017 study by the NBS
(National Business Specification),
94% of specifiers stated that
they had difficulties producing
a specification because of
inaccurate or incomplete technical
data, lack of collaboration
and product substitution. The
traditional method of navigating
largely printed catalogues or
barebone websites to specify
a product seemed insufficient
and convoluted. We set out to
redefine the process to configure,
customise and specify a luminaire.
Our solution to the efficiency
dilemma was a simple three-step
filtering system. Every luminaire
begins with a quick filtering of the
basics that are contextual to each
product. These filters range from
beam angle to colour temperature
to size and finish. Once the basics
have been selected, each luminaire
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can be paired with electronic
control gear and a range of
accessories. From there a quantity
and type can be specified, and
finally, an individual customised
data sheet can be generated.
To address the accuracy and
comprehensiveness of technical
data, we integrated data and
downloads specific to each
and every one of the 100,000+
configurations. With every single
configuration, there is up to date
data, access to imagery, IES and
Revit files for the most efficient
of workflows.
For simplified project management,
there is a complete system to
edit and export data for an
infinite number of projects.
Each project can be exported as
either a customised PDF or Excel
file for sharing. For complete
transparency, collaborators can
be added to work on a luminaire
schedule together. With the
collaboration, architects, engineers
and even distributors can be on
the same page about what has
been specified.
The adoption rate of digital tools
in the design and construction
industry is rapidly growing. The
way we have traditionally shared
information and technical data
as a manufacturer is no longer
efficient. At Unios, we aim to be
at the forefront of technology
adoption in the specification
market. Unios Toolbox is the first
of many steps to making the
specification process for lighting
more streamlined than ever.

Build
Build customised luminaires from
over 100,000 configurations

Collaborate
Collaborate between all project
partners on a lighting specification

Specify
Export customised data sheets,
IES, Revit files and project data

Manage
Manage and bookmark your
products and projects in one place

universal light | unios.com
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2019

Eclipse G2

See specifications on P68

10

Linear

Akira Suspended
See specifications on P71

28

Ceiling Suspended

Titanium Slotter Series
See specifications on P70

20

Ceiling Surface

Titanium Starlight Series
See specifications on P69

16

Ceiling Surface / Ceiling Suspended

Akira Track

See specifications on P72

32

Track

Titanium Semi-Recessed Series
See specifications on P70

24

Ceiling Recessed

6

Edition 18.2.19 | Product design and technical data may be subject to change

universal light | unios.com

7

2019

Arrow Linear Series
See specifications on P72

36

Linear / Ceiling Suspended

Cuadro

See specifications on P74

48

Wall Recessed

Link

See specifications on P74

52

Wall Recessed

Pilot Handrail Light
See specifications on P73

Compass Inground Series

40

See specifications on P75

Landscaping

Landscaping

Kepler Pathway
See specifications on P73

Landscaping
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56

44

Flo Series

See specifications on P75

60

Track
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Eclipse G2

Linear light as a
tailor made solution
The most versatile of linear
solutions has been reimagined
and re-engineered to be
more customisable than ever.
Redesigned with more options,
more extrusion finishes and
class-leading colour rendering, the
Eclipse G2 Series will harmonise
itself to any architectural
structure. As a more tailored
solution to linear lighting,
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the Eclipse G2 Series provides
infinite opportunities to customise
spaces with its redesigned
strip. With an improved CRI
and the ability to cut at 25mm
increments, the Eclipse G2
has been redeveloped with an
enhanced light output and more
precise cutting options. The
possibilities are endless with the
Eclipse G2 Series.

universal light | unios.com/eclipseg2
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Eclipse G2

Whatever the surface or application, this
highly flexible linear range allows for infinite
installation solutions in both commercial
and residential spaces.

Simpler installation and dimming

A closer cut

To streamline installation and
improve dimming capabilities, a
range of new features have been
introduced. With the updated
2-wire design, installing strip
lighting into complex projects
will become more time efficient.
A suite of new accessories has
been developed for an easier
connection, while a range of 24V
phase-cut control gear creates the
simplest of dimming solutions.

Simply cut the Eclipse G2 to
any length you wish. With cut
lengths of 25mm increments,
each strip can be cut to meet
the requirements of the most
challenging custom runs. Unios
now offers a cut to length
service to allow for ease in
ordering and peace of mind in
application. This cut to length
service is a tailor-made solution
for any linear application.

Now in Unios black (RAL 9005)

Class-leading colour rendering

With the introduction of the
Eclipse G2 Series, a new powdercoated black profile has been
launched for more design flexibility.
With its black finish matched to
the same colour as the rest of
the Unios range (RAL9005), each
profile aligns seamlessly with any
Unios luminaire.

The Eclipse G2 Series has been
developed with LED chips that
produce superior colour rendering.
With a CRI of 90+, this linear
series is at the forefront of
rendering colours in strip lighting.
Colours have never looked so vivid
in a linear application.

Specifications
Extrusion Finish / Textured Black and Aluminium,
Absolute Luminous Flux / 940lm (10W/m 3000K),
CCT / 2700K-RGB, Power / 5-20W, Beam / 120°,
IP20 / IP67, CRI90+, Cut Lengths / 25mm
Refer to P64 for full specifications

Profile Range
GR30 (Recessed) / 30x15.7mm
GR45 (Recessed) / 45x30mm
GS19 (S/Mounted) / 19.5x15.7mm
GS35 (S/Mounted) / 35x35mm
GA27 (45°) / 12.2x18.3mm
GI20 (Recessed or S/Mounted) / 20.2x16.4mm
GI25 (Recessed or S/Mounted) / 24.7x20.9mm

↑
Redesigned with a
stylish, black profile
→
Surface mounted or
recessed profiles
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Titanium Series

1

2

8

One series.
Unlimited potential.
From our signature Titanium
Series comes four innovative and
exceptionally adaptable product
extensions. With the intent to
be completely versatile, Unios
have expanded the Titanium
Series to cover a diverse range of
architectural lighting applications.
Within the new extensions, the
Titanium Starlight introduces a
surface mounted and suspended
variation. Exhibiting a soft, gentle
illumination, both designs are
available in four different lengths.
In addition to the new Titanium
Starlight extensions, a surface
mounted variation of the
Titanium Slotter Series has
been introduced. Delivering both
flexibility and performance for
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4

any architectural application,
the Titanium Slotter Series now
offers a rectangular surface
mounted option where ceiling
space is limited.

1

Lastly, a micro version of the
Titanium Semi-Recessed
Downlight has been introduced.
As the smallest member of the
Titanium Series, this luminaire
extends the Titanium Series even
further with its compact size.

5
6

Our philosophy of universal
light is exhibited through the
expanding Titanium Series, with
multiple applications deriving
from the one form factor. From
these variations, any member
from the Titanium Series will
seamlessly coexist in application.
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3

2
3
4

7
8
9

Titanium Semi
Recessed Downlight
NEW Micro Size
Titanium Starlight
Titanium Downlight
Titanium Surface
Mounted Downlight
Titanium Pendant Light
NEW Titanium Surface
Mounted Slotter
Titanium Slotter
NEW Titanium
Starlight Pendant
NEW Titanium Surface
Mounted Starlight

5

6

7

9

universal light | unios.com/titanium
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Titanium Starlight

From a soft luminous addition
to the star of the show
Versatility is redefined with this
new extension of the Titanium
Starlight. Available as either
surface mounted or suspended
options, this new luminaire can be
utilised as individual pendants or in
a cluster, as a feature.
With its striking cylindrical body
that is characterised by its
minimal form and deep recessed
design, this architectural luminaire
can elegantly complement
projects of all types.
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To suit both contexts and
applications that require more
of a feature, this luminaire is
available in 260mm, 400mm,
600mm and 800mm lengths.
With its slimline profile, the
suspended Titanium Starlight
delivers a narrow spectrum of
light that is directed exactly where
you need it. Flexible in application
with low glare, this architectural
light is a prime addition to the
Titanium family.
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Titanium Starlight

Suspended or surface mounted in architectural spaces,
the Titanium Starlight is the ideal solution for accent
lighting in bars, restaurants and hotel lobbies.

Pick your length

Optimum visual comfort

Flexible in application

With the introduction of
260mm, 400mm, 600mm and
800mm lengths, the Titanium
Starlight range can suit multiple
environments. Establishing
new heights and shifting cord
lengths, these minimal canisters
offer complete design flexibility.

The design and engineering
behind the Titanium Starlight
is aimed at providing optimum
visual comfort. The super lowglare design blocks the light
source from direct line of sight,
creating a soft and comfortable
spread of light.

Multiple versions of the Titanium
Starlight in surface mounted
or suspended options ensures
various applications can be
created from this one luminaire
family. This luminaire range can
be configured as a single pendant
or as a set, in a cluster.

Specifications
Finish / Textured Black and White, Absolute
Luminous Flux / 470lm (at 3000K), CCT
/ 2700-4000K, Power / 5W, Beam / 50°,
IP20, CRI92+, Suspension / 3000mm
Refer to P68 for full specifications
↙
A narrow, directed
spectrum of light
→
Available in four
distinct lengths

18

Edition 18.2.19 | Product design and technical data may be subject to change

universal light | unios.com/titaniumsmstarlight

19

Titanium Slotter

A rectangular surface mounted
solution for all occasions
Providing a surface mounted
option for the Titanium Slotter
Series, the Titanium Slotter
surface mounted canister delivers
both flexibility and performance
for any architectural application.
Designed to extend the versatility
of the Titanium Slotter Series,
this addition to the series is ideal
where ceiling cavity space may be
minimal and provides a complete
surface mounted solution.
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With the Titanium Slotter
available in up to three low-glare,
adjustable gimbal downlights,
this slotter light series will deliver
both flexibility and performance.
Each gimbal downlight can be
positioned individually, providing
complete control in lighting a
space. Its refined surface mounted
design is available in a textured
black finish or a contrasting white
trim, black baffle design.
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Titanium Slotter

↗
Three sizes of surface
mounted slotters
↓
Rotatable up to 350°
and tiltable up to 30°

Add this accessory to redefine the aesthetics
of the Titanium Slotter Series, creating a
rectangular surface mounted solution to an
already versatile range.

Specifications
Finish / Textured Black and White, Absolute
Luminous Flux / 750lm (at 10W 3000K), CCT /
2700-4000K, Power / 10-30W, Beam / 24-83°,
IP20, CRI92+, Tilt / 30°, Rotation / 350°
Refer to P69 for full specifications
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A surface mounted fitting

Single, double or triple

This luminaire represents a
practical rectangular surface
mounted fitting in the Unios
range. This addition allows for
versatility and offers a modern
and stylish design.

With the Titanium Slotter
available in up to three low-glare,
adjustable gimbal downlights,
the surface mounted canister has
been created with different light
applications in mind.

Join the club

Room to move

As the largest flagship family,
the Titanium Series continues to
expand with its highly versatile
range. Unios continues to evolve
with reimagined versions of this
series, creating multiple uses for
various applications.

Designed to extend the versatility
of the Titanium Slotter Series, this
addition to the series is ideal where
ceiling cavity space may be minimal,
providing an alternative surface
mounted solution.

universal light | unios.com/titaniumsmslotter
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Titanium Semi

Miniaturising the Titanium Semi
An extension of the Titanium
family, the Titanium Semi Series
extends the range to include a
micro size. Combining a striking
design with beautiful colour
rendering to enhance any room,
its construction extends slightly
past the ceiling for a semi-surface
mounted aesthetic.

24
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Equipped with precise lens
technology, the Titanium
Semi Micro is ideally suited for
installation into niches, above
vanities and in bathrooms. At
approximately the size of a
standard golf ball, this luminaire
is the most compact form within
the Titanium Series.

universal light | unios.com/titaniumsemi
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Akira
Titanium
Track
Semi

Golf Ball
Ø 42.7

Micro
Ø 42

Small
Ø 78

Medium
Ø 114

Don't be fooled by its compact size, the
Titanium Semi Micro is ideal for unobtrusive
and tight applications. Useful for a variety of
hospitality, residential and commercial projects,
the neat and refined aesthetic sets different
moods for all occasions.

The smallest addition

Designed with lens technology

As the smallest downlight
we offer, the Titanium Semi
Micro was designed for use in
architectural projects where
small fixtures are desirable. The
solution provides high light output
and amazing efficiency from a
minimal form factor.

For a more defined and contoured
beam, the Titanium Semi Micro
has been equipped with the
latest lens technology. The
engineered lens sits precisely
inside the compact body to
maximise performance without
compromising size.
Specifications
Finish / Textured Black and White, Absolute
Luminous Flux / 150lm (at 3000K), CCT / 27004000K, Power / 2W, Beam / 19-50°, IP54, CRI92+
Refer to P69 for full specifications

→
Extending slightly past the
ceiling for a semi-surface
mounted solution
↗
Designed for where small
fixtures are desirable
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Akira Suspended

A suspended sheet of light
Housed inside a slimline profile,
this Akira Series is now available
in a hanging application. This
effortless sheet of even light is
the modern interpretation of a
large hanging pendant. As the
centrepiece of any space, this
luminaire creates a truly inspiring
scene with its appealing design
and efficient illumination. Its
eye-catching, wide face floats
gracefully and enhances any
modern architectural space.
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An extension of the Akira
Series, this even diffused light
has been meticulously refined
to be seamless in a 350mm,
600mm or 900mm diameter. A
polycarbonate diffuser completes
this suspended light, producing
minimal glare and providing the
gentlest of ambient lighting. In
its versatility comes complete
capability, the Akira Suspended
Light is a flawless luminaire that
demands all the right attention.

universal light | unios.com/akirasuspended
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Akira Suspended

This extension from the Akira Series is ideal for
a wide range of environments. From commercial
to residential spaces, this hanging application
exhibits a soft, uniform light for hotel lobbies,
restaurants and modern living areas.

Specifications
Finish / Textured Black and White, Absolute
Luminous Flux / 7510lm (at 90W 3000K),
CCT / 3000-4000K, Power / 28-90W,
Beam / 110°, IP20, CRI80+, Efficacy / Up to
104lm/W, Suspension / 3000mm
Refer to P70 for full specifications
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↑
A suspended sheet
of even light
→
A single canopy for
simpler installation
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Seamless in installation

Mix and match

The suspended Akira Ceiling Light
has been designed and engineered
to be effortless in installation.
With all suspension cables
grouping from one central canopy,
this feature not only provides a
stylish appearance but is also time
efficient in the installation process.

The Akira Series is available as
a recessed, surface mounted or
suspended luminaire in various
forms and sizes. Mix and match
options to create a truly unique
environment. With endless
possibilities, the right solution can be
found for any architectural space.

Phase-cut dimmable

Dot-free illumination

For excellent dimming range
and zero flickering, the Akira
Series retains its effortless dotfree aesthetic at all times. This
ceiling range is designed with
phase-cut dimming as a simple
and efficient method to provide
dimming capabilities.

Providing a smooth, high level
of diffused brightness, the Akira
Series has been engineered to be
dot-free inside a slimline profile.
With zero dotting from the
polycarbonate diffuser, the
Akira Series provides perfect,
direct illumination.

universal light | unios.com/akirasuspended
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Akira Track

Get on track with a flood beam
As an extension of the Akira
Ceiling Light, the Akira Track Light
cements its purpose as the first
track light from Unios that creates
a flood beam. Adapting the same
dot-free illumination from the
series, the Akira Track Light now
comes in a seamless 150mm
and 220mm diameter and will
smoothly rotate in all directions.
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Breaking the tradition of
elongated cylindrical, track
spotlights – the Akira Track Light
has been developed to bring a
compact circular form to a track
context. This luminaire emits a
high quality, flood of light in a
compact track form by the nature
of its design and by integrating the
control gear into the track adaptor.
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Akira Track

Now available in a track model, the Akira Track
Light is suitable for a range of applications.
With its flood beam, the Akira Track Light suits
projects that require track lighting to deliver a
more general illumination.

A flood beam track light

A new addition to the family

The Akira Track Light emits a
flood beam to any architectural
space. This track series provides
a large wide spread of light that
delivers general lighting rather
than the more traditional accent
lighting of other track lights.
The Akira Track Light's flexibility
manifests itself as a deceptively
minimalist design that can meet
the vision of any application.

An extension to this minimal
luminaire series, the Akira Series
can now be surface mounted,
suspended or track mounted. The
Akira family proves it will adapt
flawlessly to any architectural
concept with its design versatility.
When used in combination, the
different form factors of the
Akira Series can illuminate spaces
effortlessly with design cohesion.

Light in all directions

Compact and concise

The flexibility of this luminaire is
limitless. The combination of its
flood beam and its track mounted
adjustability means the Akira
Track Light is entirely versatile
for a range of general lighting
applications. Each track light can
be tilted up to 80° and rotated
350° in any direction.

The Akira Track Light has been
meticulously engineered to retain
a compact form by integrating the
control gear into a slimline track
adaptor. By integrating the control
gear into the track adaptor, the
Akira's compact 150mm and
220mm sizes can be achieved
without increasing its form factor.

Specifications
Finish / Textured Black and White, Absolute Luminous Flux /
1350lm (at 20W 4000K), CCT / 3000-4000K, Power / 15-20W,
Beam / 110°, IP20, CRI90+, Control Gear / Built-in Phase-Cut
Dimmable Track Adaptor
Refer to P70 for full specifications

←
Emitting a flood
beam from its track
↗
Direct down for
general lighting
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Arrow

A linear pendant as
straight as an arrow
Inspired by a geometric triangular
shape, this luminaire can be
ceiling mounted or suspended
for a variety of architectural
applications. Shifting away from
the common rectangular form
of other linear pendants, the
Arrow Linear Series carves its
own niche with its trapezoid
inspired profile design.
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Every bit unique as it is practical,
the Arrow Linear Series emits
dot-free illumination with
excellent colour rendering. With
the availability of three different
lengths of 1200mm, 1800mm
and 2400mm, this luminaire
stands out for its refined design
and flexibility.
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Arrow

The Arrow Linear Series is ideal for a variety of
spaces within the home such as kitchens and
dining areas. Exemplifying its versatility, this
suspended or optional ceiling mounted luminaire
is also suitable for commercial office spaces.

Geometric triangular design

Surface mounted or suspended

Highlighting the beauty of simple
geometry, the Arrow Linear
Light's unique design comes
from its shape. A testament to
the idea that less is more, this
modern pendant showcases a
slim structure which ensures an
even, desirable illumination.

Depending on design application,
ceiling heights and the ambience
required, this linear range can be
surface mounted or suspended
for various design purposes. Each
option is easy to install with either
two suspension points or a surface
mounted bracket.

CRI 90+
With its CRI 90+ rating, the
Arrow Linear Series renders
colour at more accurate levels.
In applications where colour
rendering is of paramount
importance and light quality
cannot be compromised, the
Arrow Linear Light is your solution.
Built-in control gear
To retain its modern, compact
aesthetic with zero interference of
its straight lines, the Arrow Linear
Light has been engineered with
the phase-cut dimmable control
gear built in.
←
Applied above a desk for
an efficient, task light
↑
Suspended by a robust
suspension system
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Specifications
Finish / Textured Black and White, Absolute Luminous Flux
/ 2500lm (at 40W 3000K), CCT / 3000-4000K, Power /
30-60W, Beam / 115°, IP20, CRI90+, Control Gear / Built-in
Phase-Cut Dimmable
Refer to P71 for full specifications

universal light | unios.com/arrow
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Pilot

The tiny solution to
handrail illumination
The Pilot luminaire is perfect for
application in round handrails.
This carefully designed wayfinding
luminaire provides high powered
light from a small form factor.
Whether it is a staircase in a
public space, along balustrades or
pathways, the Pilot is the
ideal light indicator for
wayfinding applications.
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Available as a symmetrical or
asymmetrical design, the Pilot
Handrail Light is the solution to
integrating light into the built
environment in a discrete yet
highly functional manner. This
luminaire provides an unobtrusive
light and a high degree of
uniformity with minimal glare,
spaced evenly along handrails.
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Akira
Pilot Track

Enhance aesthetics and visibility with the Pilot
Handrail Light, which offers a slimline, unobtrusive
design that is the perfect solution for any round
handrail configuration. This continuous flow of
light contributes to both safety and ambience,
delivering the most functional illumination.

The simplest of installations

High degree of durability

The Pilot Handrail Light
introduces an exceptionally
innovative design that requires no
threading point. It can be installed
effortlessly through a standard
cut out hole that syncs perfectly
with a supplied mounting sleeve.

The design of the Pilot Handrail
Light has been carefully shaped to
protect electrical and mechanical
parts against rust and moisture.
With an IP rating of 67, this
luminaire offers protection against
dust and the ingress of water.

Customisable

24V DC standard

With its clever design, the Pilot
Handrail Light can be customised
to suit a number of applications
beyond the standard 38-45mm or
48-63mm handrail. It can also be
customised in size, finish and CCT
for ultimate flexibility.

Designed as a 24V DC luminaire,
the Pilot Handrail Light is able to
be wired in parallel for longer runs.
The Pilot range is complemented
with a constant current version for
emergency applications.

Specifications
Finish / Stainless Steel 316L, Absolute Luminous Flux / 139lm (at
3000K Symmetrical), Power / 1.5W, Beam / 70°, Optics / Prismatic
or Clear, IP66/67, CRI80+, IK10, Handrail Sizes / 38-63mm
Refer to P71 for full specifications

←
The smallest of
solutions to handrail
illumination
↗
Installed through a
standard cut out hole
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Kepler Pathway

Redefining the Kepler Series with
360° of outdoor illumination
A classic form meets contemporary
design in the Kepler Pathway
Light, making it a crowning
feature to any outdoor landscape.
This luminaire is designed with a
timeless aesthetic that provides
360° of indirect illumination. With
its dark bronze finish, notched
dials and gentle curves, this
luminaire is a reimagined classic
from the Kepler Series.
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The Kepler Pathway Light entirely
breaks the mould of traditional
garden luminaires by combining
classical and contemporary
design, ideal for walkway lighting
or landscape applications. This
uniquely shaped light is built
from the same durable brass
construction as the rest of the
Kepler Series.
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Kepler Pathway

Produce a soft, even glow of indirect light
across landscape areas with the Kepler
Pathway Light. With its minimal design, this
luminaire enables various applications in
architecture and design contexts.

↑
Emitting a 360°
beam for efficient
landscape lighting
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Extendable in height

A hidden source

The notched dial detail provides
not only aesthetics but also
functionality. Through the dial,
each luminaire can be adjusted in
height from 490 to 820mm in the
small version and 520 to 850mm
in the medium version.

The Kepler Pathway Light's
open form presents an inviting
visual appeal while providing an
indirect light. With the source
of light hidden, the light output
spreads seamlessly throughout
outdoor spaces.

360° of illumination

Installation options

The modern, open design of the
Kepler Pathway gives all round,
uniform illumination with minimal
light spillage. This shape has been
developed to generate 360° of
effortless downward light.

With an optional spike or fixed
mounting plate, flexibility in
positioning is possible in your
garden, cementing the Kepler
Pathway Light as an adaptable
asset to any outdoor environment.

Specifications
Finish / Dark Bronze, Absolute Luminous Flux / 104lm (at
5W 3000K), CCT / 3000K, Power / 3-5W, Beam / 170°,
IP65, CRI80+, Adjustability / 330mm
Refer to P72 for full specifications

↗
Available in two
distinct sizes for
maximum versatility

Edition 23.5.19 | Product design and technical data may be subject to change
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Cuadro

Find your way with the Cuadro
Say hello to this wide beam, soft
accent luminaire which adds a
compelling feature to any wall.
The new wider version of the
Cuadro Wall Light is the perfect
addition to the Cuadro Series.
With a slimline wide format
design, combined with the ideal
light spread, this contemporary
luminaire is both practical and
aesthetically pleasing. The
dynamic shape is ideal for
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creating a subtle yet significant
light in its purpose of wayfinding
– combining function and design
with delightful effect. The slanted
inner trim and geometric outer
trim delivers practical lighting in its
efforts to illuminating pathways.
The Cuadro Wall Light assists in
creating safe pathways, giving a
dramatic and enticing appeal in
its illumination.

universal light | unios.com/cuadro
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Cuadro

Subtle yet significant

Up or down

The Cuadro Wall Light's wide
beam allows for the installation
of fewer luminaires compared
to traditional pathway lights.
Creating a soft, indirect light
with very low glare, this luminaire
remains subtle and unobtrusive.

As a recessed wall luminaire, the
Cuadro Wall Light isn't limited
only to being utilised as a fixed
down pathway luminaire. It can
also be installed high on walls fixed
up as an alternative to traditional
general lighting.
Specifications
Finish / UV Textured Black and White, Absolute
Luminous Flux / 380lm (at 3000K), CCT / 27004000K, Power / 8W, Beam / 90°, IP65, CRI80+, IK10
Refer to P72 for full specifications

→
The new, wider version
of the Cuadro Wall Light
←
An elegant black outer
and inner trim
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Link

Illumination through integration
Unios continually define new
ways of designing light, and in
the context of pathway lighting,
the Link Wall Light was created.
With a vision to create the ideal
outdoor recessed luminaire
applicable for corridors, pathways
and staircases, the Link Wall Light
defines what every wayfinding
luminaire should be. Designed to
be durable and tamper-proof, this
luminaire proves to be resilient
in the harshest of weather

52

conditions and protected
against any dismantling. Enjoy
a welcoming, subtle light that
provides safe guidance along
accessways with maximum
output and minimal glare.
Available in open face and grill
options with an easy 3-step dim
system, the Link Wall Light can
deliver more direct or indirect
illumination for a range of
architectural applications.

Edition 6.6.19 | Product design and technical data may be subject to change
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Link

Whether the Link Wall Light illuminates pathways
in large-scale public spaces or leads to the
entrance of your home, this gem of a luminaire is
perfect for any commercial or residential space.

Specifications
Finish / UV Textured Black and White, Absolute Luminous
Flux / 357lm/74lm (Open Face/Grill), CCT / 3000-4000K,
Power / 3-9W (Adjustable), Beam / 105°, IP65, CRI80+, IK10
Refer to P73 for full specifications

Part of the build

Switch the light

For easy and economical
installation during the initial brick
laying process, the Link Wall Light
has been designed with the same
size face as a standard brick
(230x76mm). This functional
luminaire becomes an integral
part of any structural element
with its seamless installation and
delivery of a subtle guiding light.

To maximise flexibility, the Link
Wall Light has been engineered
with a 3-step dim function to
accommodate for varying levels
of light output for any architecture
application. This function has been
designed for easy programming
through a key mechanism,
allowing for 130lm, 241lm
or 357lm of light output.

Versatile installation

Open face or grill options

The Link Wall Light can be
installed with or without a
wallbox, opening the door to a
range of different installation
applications. Whether installing
into brick, concrete, plaster or
wood – this recessed luminaire
can meet the demands of each
and every project requirement.

Optional interchangeable faces
provide two different application
opportunities. A powder-coated
grill option reduces overall glare
and delivers a subtler light effect,
while an open face option offers
more general illumination and a
broader light effect.

←
Open face or grill
options available
↗
Designed with the
same size face as a
standard brick
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Compass

A light in the right direction
This stainless steel, adjustable,
inground series is a key addition
to the Unios range. Created in
consideration of the dark skies
movement which seeks to identify
ways to minimise light pollution,
the Compass Inground Series
casts a more precise directional
beam with no wasted light,
remaining unobtrusive to the
night sky. The Compass Inground
Series is the ideal solution
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for a range of architectural
applications. Gone are the days of
disassembling adjustable fittings
and compromising IP ratings.
The beam angle in this inground
series can be easily adjusted
without opening the luminaire.
With this seamless adjustability,
the Compass Inground Series
is a perfect complement to the
universal light philosophy.

Edition 27.6.19 | Product design and technical data may be subject to change
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Compass

Designed for illuminating walls, trees, building
facades and other architectural applications,
the Compass Inground Series refuses to waste
any of its light, focusing solely on the exact
angle required for the application.

The right angle

Engineered with lens technology

The Compass Inground Series
features up to 20° of tilt in both
directions for an asymmetrical
beam which creates the perfect
wall wash. This adjustability
combined with three unique sizes
ensures the lighting demands of
any project can be met.

This inground series is equipped
with precise lens technology to
create a sharper and narrower
beam angle for superior accent
lighting. Whether it is a residential
home or a large-scale public space,
this luminaire provides the perfect
architectural accent.

Key adjustability

Three distinct sizes

For improved durability and
more efficient installation, a
key mechanism is provided for
seamless adjustability. This
innovative installation method
removes the requirement to
open the luminaire, allowing
adjustability entirely from
the exterior of the fitting and
minimises the opportunity to
impact the IP rating.

With three sizes available in
6W/11W/15W, there is a high level
of flexibility in application for the
Compass Inground Series. Apply the
15W to illuminate trees and feature
walls or the smaller sizes for lining
paths and highlighting landscaped
edges. The three distinct sizes in
combination with 20° of adjustability
means there is no limitation to how
this range can be used.

Specifications
Finish / UV Textured Black and Stainless
Steel 316L, Absolute Luminous Flux /
1040lm (at 15W 3000K), CCT / 30004000K, Power / 6-15W, Beam / 12-40°,
Beam Adjustability / 20°, IP67, CRI80+, IK10
Refer to P73 for full specifications
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↑
Designed with lens
technology for more
defined beams
→
Adjustable up to 20°
with key mechanism
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Flo Series

Architectural design meets
horticulture technology
The Flo Series combines our
expertise in architectural lighting
with innovative horticulture
technology. Designed and
engineered for the science and
art of growing healthy green
walls and plants, the Flo Series
is ideal for a range of residential
and commercial applications.
Exhibiting a significantly less
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pink hue to the colour output
than traditional horticulture
fittings, the Flo Series is an
ideal candidate for assisting in
the growth of indoor plants in
homes and offices. This new
technology has been built into
the signature Kobe luminaire
design for a track variation of
horticultural illumination.

Edition 24.5.19 | Product design and technical data may be subject to change
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Flo Series

←
Suitable for a range of
different indoor plants
↓
Use Flo module and
standard luminaires in
combination

Architectural light applications

High output for optimum growth

With the benefits of the Flo
Series, Unios have incorporated
aesthetics in pairing this LED
module with the Kobe luminaire
design, combining electronics and
spectral tuning. It is architectural
lighting design combined with
horticulture technology - perfect
for greenscapes and indoor plants.

This precisely-engineered chip
cultivates plants to look
better and have a longer life.
Emitting a majority of photons in
the 400-510nm and 610-700nm
wavebands for efficient plant
development, the Flo Series
modifies the generated light
spectrum to promote growth in
an optimised manner.

Flo and Flo-P

Specially designed COB technology

For architectural applications
where colour is paramount,
the Flo is the perfect balance
between growth technology and
aesthetics. Flo-P is also available
for applications that require
faster growth potential with less
emphasis on neutral colour.

Unios uses the Flo chip; a highperforming LED optimised for
horticulture lighting which delivers
specific wavebands of light for
optimal plant growth. The Flo-P
chip is pinker in colour and provides
illumination that is suitable for more
varied stages of plant growth.

Relative Spectral Response

Spectrum Distribution | HPS Lamp & Unios Flo-P LED Comparison

Specifications
Finish / Textured Black and White, Absolute Luminous
Flux / 1815lm, CCT / 2400K, Power / 26W, Beam / 1560°, IP20, CRI80+, Lifetime / >100,000h L70

1.2

The red curve shows a traditional
HPS spectrum distribution
while the blue curve shows Flo
technology tuned for maximum
efficiency. Flo technology has
been specifically designed
to remove redundancies in
traditional PPFD wavelengths.

1.0
0.8
0.6
0.4
0.2
0.0

HPS Lamp

Flo-P Horticulture LED

Refer to P74 for full specifications
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Eclipse G2

Strip Light

10

Standard

Cut length of 25mm increments

+
-

+
-

Eclipse G2

Strip Light

General Specifications
Material

Strip: Flexi PCB

IP

Strip: 20, 67

Warranty

3 Years

25

LED

10

RGB

Cut length of 50mm increments
+
G
R
B

+
G
R
B

50

Cut length of 50mm increments

12

RGBW

50

5W

10W

15W

20W

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

5W IP20 (24V DC)
450lm (at 2700K)
450lm (at 3000K)
460lm (at 4000K)

10W IP20 (24V DC)
930lm (at 2700K)
940lm (at 3000K)
985lm (at 4000K)

15W IP20 (24V DC)
1280lm (at 2700K)
1320lm (at 3000K)
1350lm (at 4000K)

20W IP20 (24V DC)
1855lm (at 2700K)
1860lm (at 3000K)
1875lm (at 4000K)

5W IP67 (24V DC)
350lm (at 2700K)
360lm (at 3000K)
455lm (at 4000K)

10W IP67 (24V DC)
625lm (at 2700K)
710lm (at 3000K)
805lm (at 4000K)

15W IP67 (24V DC)
1095lm (at 2700K)
1160lm (at 3000K)
1255lm (at 4000K)

Beam

Beam

Beam

Beam

120° (F)

120° (F)

120° (F)

120° (F)

Maximum Run Length

Maximum Run Length

Maximum Run Length

Maximum Run Length

10,000mm

10,000mm

6,200mm

5,000mm

Colour Temp

2700K, 3000K, 4000K, 6500K, RGB, RGBW

CRI

90+

Efficacy

Up to 95lm/w

Colour Deviation

SDCM≤3 / SDCM≤4 (IP67 Strip)

Lifetime

100,000h L70

Control Gear
24V DC Non-Dimmable
Remote Control Gear
Power Factor

24W/60W/120W/240W/300W
Please enquire for larger wattages
>0.90

Dimming

Phase-Cut Dim (PC2), 1-10V Dim (AD), DALI Dim (TD2)

Note
See unios.com/eclipseG2 for full specifications of strip light and extrusions
Unios cut to length services available for strip only or preassembled extrusion.
Warranty will be void if LED strip is not used in conjunction with an aluminium extrusion. This ensures the longevity and performance of the LED strip.
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Eclipse G2

Extrusions

Glide surface mounted

Maximum length run for all extrusion cut is 3m.
All assembled lengths include end cap and extrusion.

Unios provide a varying amount of
mounting clips depending on the
length of your extrusion. See the
amounts of clips you receive for
each varying length on the right.

Rear

End

Side

The surface mounted version of
a rigorous family of profiles with
completely dot-free illumination.

Measurement

For 1001–2000mm: 3x mounting clips
For 2001–3000mm: 4x mounting clips

GS35 can have 2 rows of strip up
to 40W/m in total (2 rows of
20W/m strip)

GS35

Textured Black

IP Rating

20, 67
All measurements are in millimetres.

GI20

Measurement

GA27 (45°)

Measurement

mounting

2

6.5
35

end cap

mounting

23.7

13.5

16.4

2.2

26.8

19

Rear Entry, End Entry

18.3

10.2

18.3

Cable Entry

20

12.2

Eclipse IP20, maximum
10W/m LED strip

17.5

mounting

26.9

A durable family of profiles that is
trafficable and weather resistant.
Trafficability | 1500kg without
surround, 2200kg with surround

16

35

22
35

Aluminium

Glide67 Extrusion

22

end cap

35

Powder Coated Aluminium

Measurement

35

Material

1.2

Notes

GA27 is not available with Side
Cable Entry.

Extrusion Finishes

mounting

19
.5

17
19.5

Cable Entry | Rear Entry,
End Entry, Side Entry
For 100–1000mm: 2x mounting clips

end cap

9.4

Unios provide the service of
preparing three different cable
entry which can be seen on the
right. Please note that Rear Cable
Entry is the standard option.

GS19

15.8

Clips

Extrusions

11
15.7

End Caps

Eclipse G2

20

20.2

Notes

GI25

Measurement

mounting
Cable Entry

24.7

Legacy Series

LS18 (Surface Mounted)

A compact family of profiles
designed to be slimline and
highly efficient.

Measurement

1
12.2
17.5

Cable Entry | Rear Entry,
End Entry

lr25 (Recessed)
GR30

Measurement

end cap

mounting

23.6

LF10 (Flat Bar)

Measurement

end cap

17.5

21

5

8.5

Measurement

mounting
3

45

mounting

41

45

10

30

30

5.9
27
35

26

GR45

8.5

10

Notes
GR45 can have 2 rows of strip up
to 40W/m in total (2 rows of
20W/m strip)

21

1.5

8.3

9.2

15.8

7

17
21

Cable Entry | Rear Entry,
End Entry, Side Entry

12.7
17.5

mounting

end cap

3
1

30

4.5

11
15.7

The recessed version of a rigorous
family of profiles with completely
dot-free illumination.

17.5

Measurement

8.3

Glide RECESSED

end cap

8.2

22

Eclipse IP20, maximum
15W/m LED strip

7.6

Rear Entry, End Entry

20.9

18

Should be used in conjunction with
IP20 LED strip only.

7.6

Glide67 will be made to order with
Eclipse Striplight preassembled.

8.1

Glide67 can be installed with or
without aluminium surround.

37

25
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Titanium Starlight (Surface Mounted or Suspended)

P16

Titanium Slotter Series (Surface Mounted)

P20

Titanium Semi (Micro)

260mm

400mm

600mm

800mm

Single

Double

Triple

Micro

Measurements (mm)

Measurements (mm)

Measurements (mm)

Measurements (mm)

Measurements (mm)

Measurements (mm)

Measurements (mm)

Measurements (mm)

Ø 46

Ø 46

10
4

Ø 46

4
10

189

47

142

142

600

400

260

Ø 46

Ø 55

3000

800

3000

Ø 55

3000

Ø 55

142

Ø 55

3000

27
5

4
10

8

4
10

Ø 42 (

35)

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

5W (150mA)
470lm (at 3000K)
500lm (at 4000K)

5W (150mA)
470lm (at 3000K)
500lm (at 4000K)

5W (150mA)
470lm (at 3000K)
500lm (at 4000K)

5W (150mA)
470lm (at 3000K)
500lm (at 4000K)

10W (250mA)
750lm (at 3000K)
850lm (at 4000K)

2x 10W (500mA)
2x 750lm (at 3000K)
2x 850lm (at 4000K)

3x 10W (750mA)
3x 750lm (at 3000K)
3x 850lm (at 4000K)

2W (700mA)
150lm (at 3000K)
195lm (at 4000K)

Beam

Beam

Beam

Beam

Beam

Beam

Beam

Beam

50° (M)

50° (M)

50° (M)

50° (M)

24° (N) | 38° (M)
60° (W) | 83° (F)

24° (N) | 38° (M)
60° (W) | 83° (F)

24° (N) | 38° (M)
60° (W) | 83° (F)

19° (N) | 30° (M) | 50° (W)

Finishes

Finishes

Finishes

Textured Black

Textured Black

Textured Black

Textured White

Textured White/Black

Textured White

General Specifications

General Specifications

General Specifications

Material

Powder Coated Aluminium, Nylon Fabric Cord

Material

Powder Coated Aluminium

Material

Powder Coated Aluminium

IP

20

UGR (Unified Glare Rating)

<16

UGR (Unified Glare Rating)

<13

UGR (Unified Glare Rating)

<13

20

5 Years

IP
Warranty
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Warranty

IP
Warranty

5 Years

LED

LED

5 Years

LED

Colour Temp

2700K, 3000K, 4000K

Colour Temp

2700K, 3000K, 4000K

Colour Temp

2700K, 3000K, 4000K

CRI

92+

CRI

92+

CRI

92+

Efficacy

Up to 82lm/w

Efficacy

Up to 77lm/w

Efficacy

Up to 81lm/w

Colour Deviation

SDCM≤3

Colour Deviation

SDCM≤3

Colour Deviation

SDCM≤3

Lifetime

>100,000h L70

Lifetime

>100,000h L70

Lifetime

>60,000h L70

Control Gear

Control Gear

Control Gear

Power Factor

>0.90

240V Built-in Phase-Cut Dimmable Control Gear

240V Remote Non-Dim 1 to 1. Minimum 3 for Phase-Cut Dim

Control Gear

240V Built-in Phase-Cut Dimmable Control Gear

Power Factor

>0.90

Power Factor

>0.90

Dimming

Phase-Cut Dim (PC), DALI Dim Optional

Dimming

Phase-Cut Dim (PC),
DALI Dim Optional

Dimming

Phase-Cut Dim (PC),
DALI Dim Optional
Wired in Series

Wiring

Note

Note
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P24

Luminaire and surface mounted canister sold separately

Luminaire and surface mounted canister sold separately
Frosted lens (FL003) 83° accessory available
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Akira Series (Suspended)

P28

Akira Track Light

P32

Arrow Linear Series

P36

R350

R600

R900

S350

S600

S900

R150

R220

1200

1800

2400

Measurements (mm)

Measurements (mm)

Measurements (mm)

Measurements (mm)

Measurements (mm)

Measurements (mm)

Measurements (mm)

Measurements (mm)

Measurements (mm)

Measurements (mm)

Measurements (mm)

Ø 150

Ø 250

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

90W (3x 750mA)
8395lm (at 3000K)

15W (400mA)
875lm (at 4000K)

20W (500mA)
1350lm (at 4000K)

30W (700mA)
1900lm (at 3000K)

40W (900mA)
2500lm (at 3000K)

60W (2x 700mA)
3700lm (at 3000K)

Ø600

Ø900

Absolute Luminous Flux
48W (2x 600mA)
3925lm (at 3000K)

Absolute Luminous Flux

28W (750mA)
2755lm (at 3000K)

48W (2x 600mA)
3735lm (at 3000K)

90W (3x 750mA)
7510lm (at 3000K)

Beam

Beam

Beam

110° (F)

110° (F)

110° (F)

28W (750mA)
2790lm (at 3000K)
Beam
110° (F)

40

40

Ø 220

Absolute Luminous Flux

Ø600

Absolute Luminous Flux

56
Ø 150

Ø350

Ø350

46

68

Ø900

Absolute Luminous Flux

189
46

3000

68

189

Ø 250

3000

55

3000

68

68

3000

55

Ø 250

3000

3000

Ø 150

3000

Ø 250

1208 / 1808 / 2408

Beam

Beam

Beam

Beam

Beam

Beam

Beam

110° (F)

110° (F)

110° (F)

110° (F)

115° (F)

115° (F)

115° (F)

Finishes

Finishes

Finishes

Textured Black

Textured Black

Textured Black

Textured White

Textured White

Textured White

General Specifications

General Specifications
Material

Powder Coated Aluminium, Polycarbonate Diffuser

IP

20

UGR (Unified Glare Rating)
Warranty

<19
3 Years

Minimum Suspension Height

350 models: 250mm
600models: 400mm
900 models: 600mm

Material
IP
UGR (Unified Glare Rating)
Warranty
Track Mount

LED
3000K, 4000K

CRI

80+

Efficacy

Up to 104lm/w

Colour Deviation

SDCM≤3

Lifetime

>54,000h L70

Control Gear
240V Built-in Phase-Cut Dimmable Control Gear
DALI Control Gear must be remote
Power Factor
>0.90
Dimming

General Specifications
Powder Coated Aluminium
Polycarbonate Diffuser
20
<19
3 Years
Three (3C) circuit track
adaptor available

LED

Colour Temp

61

Colour Temp

3000K, 4000K

CRI

90+

Efficacy

Up to 65lm/w

Colour Deviation

SDCM≤3

Lifetime

59,000h L70

Powder Coated Aluminium

IP

20

UGR (Unified Glare Rating)

<22

Diffuser
Warranty

Opal
5 Years

LED
Colour Temp

3000K, 4000K

CRI

90+

Efficacy

Up to 65lm/w

Colour Deviation

SDCM≤3

Lifetime

>60,000h L70

Control Gear

Control Gear

240V Built-in Phase-Cut Dimmable Control Gear

240V Built-in Phase-Cut Dimmable Track Adaptor
DALI Gear must be used in conjunction with DALI Gearbox
Power Factor
>0.90

Power Factor

>0.90

Dimming

Phase-Cut Dim (PC),
DALI Dim Optional

Dimming

Phase-Cut Dim (PC),
DALI Dim Optional

Material

Phase-Cut Dim (PC),
DALI Dim Optional

Note
Standard option is suspended
Surface mounted option available

S PEC I F Y AT UN I O S .CO M/AK IR ASUSPENDED
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Pilot Handrail Light

P40

Kepler Pathway Light

P44

Cuadro Wall Light (Large)

P48

P52

Large

Open Face

Grill Face

Measurements (mm)

Measurements (mm)

Measurements (mm)

Absolute Luminous Flux

Absolute Luminous Flux

3W (24V DC)
65lm (at 3000K)

5W (24V DC)
104lm (at 3000K)

Beam

Beam

Beam

Beam

70° (W)

70° (W) (Asymmetrical)

170° (F)

170° (F)

Finishes

Finishes

Stainless Steel 316L

Dark Bronze

General Specifications
Stainless Steel 316L Marine Grade

Material

Solid Brass

IP

66/67

IP

65

Wiring

Wired in Parallel
Wired in Series (for emergency)

Warranty

5 Years

Wiring
Warranty

Wired in Parallel
3 Years

Colour Temp

2700K, 3000K, 4000K, RGB

CRI

80+

Efficacy

Up to 97lm/w

Colour Deviation

SDCM≤3

Lifetime

>50,000h L70

24V DC Non-Dimmable
IP68 - 15/30/60W
Remote Control Gear
IP67 - 80W/120W/240W
240V Remote Control Gear (for emergency)
Power Factor

>0.90

Dimming

1-10V Dim (AD), DALI Dim Optional

220x55 w/o wallbox) 54

25
0

70

70

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

8W (24V DC)
380lm (at 3000K)

Adjustable: 3W/6W/9W (24V DC)
130lm/241lm/357lm (at 3000K)

Adjustable: 3W/6W/9W (24V DC)
28lm/51lm/74lm (at 3000K)

Beam

Beam

Beam

90° (F)

105° (F)

105° (F)

Finishes

Finishes

UV Textured Black

UV Textured Black

UV Textured White

UV Textured Grey

Colour Temp

3000K

CRI

80+

Efficacy

Up to 22lm/w

Colour Deviation

SDCM≤3

Lifetime

>60,500h L70

General Specifications

IP

Powder Coated Aluminium
Wallbox: PVC
65

Wiring

Wired in Parallel

IP

Powder Coated Aluminium
Wallbox: PVC
65

Wallbox
Warranty

Included

Wiring

Wired in Parallel

3 Years

Wallbox
Warranty

Included

Material

24V DC Non-Dimmable
Remote Control Gear
Power Factor

IP68 - 15/30/60W
IP67 - 80W/120W/240W
>0.90

Dimming

1-10V Dim (AD), DALI Dim Optional

Material

3 Years

LED
Colour Temp

2700K, 3000K, 4000K

LED

CRI

80+

Colour Temp

3000K, 4000K

Up to 55lm/w

CRI

80+

Colour Deviation

SDCM≤3

Efficacy

Lifetime

70,000h L70

Colour Deviation

Grill Face: Up to 9lm/w
Open Face: Up to 39lm/w
SDCM≤3

Lifetime

70,000h L70

Efficacy

24V DC Non-Dimmable
Remote Control Gear
Power Factor

IP20 - 15/30/60W
IP68 - 15/30/60W
>0.90

Dimming

1-10V Dim (AD), DALI Dim Optional

Note

Control Gear
24V DC Non-Dimmable
Remote Control Gear
Power Factor

IP20 - 15/30/60W
IP68 - 15/30/60W
>0.90

Dimming

1-10V Dim (AD), DALI Dim Optional

Note

Available to suit the following handrail sizes: Ø38-45mm / Ø48-63mm
Suitable for handrails with wall thickness of 1-2mm for a Ø27mm hole
Customised sizes and beam distributions are available upon requests
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Control Gear
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255 (

General Specifications

Control Gear

Control Gear

220x55 w/o wallbox) 50

UV Textured White

LED

LED

75

22
5

General Specifications

Material

255 (

82

Absolute Luminous Flux
1.5W (24V DC or 500mA)
119lm (at 3000K)
122lm (at 4000K)

225x75 w/o wallbox) 24

82

Absolute Luminous Flux
1.5W (24V DC or 500mA)
139lm (at 3000K)
140lm (at 4000K)

235 (

65

31

27

27)

220

Ø 25 (

Ø 204

220

27)

Ø 102

75

Medium
Measurements (mm)

90

Small
Measurements (mm)

520-850

Asymmetrical
Measurements (mm)

490-820

Symmetrical
Measurements (mm)

Ø 25 (

72

Link Wall Light

Grill option is IK10
Open face option is IK08
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Compass Inground Series

P56

Kobe Flo

P60

11W (125mm)

15W (175mm)

Kobe Flo

Measurements (mm)

Measurements (mm)

Measurements (mm)

Ø 86 (

74)

Ø 125 (

104)

170

150)

Absolute Luminous Flux

Ø 111
153

Ø 82
136

Ø 105

Ø 175 (

26W (700mA)
1815lm (at 2400K)

231

123

138

181

6W (86mm)
Measurements (mm)

Beam
15° (P) | 36° (M) | 60° (W)

Ø 203

Absolute Luminous Flux

Absolute Luminous Flux

Absolute Luminous Flux

6W (24V DC)
370lm (at 3000K)

11W (24V DC)
815lm (at 3000K)

15W (24V DC)
1040lm (at 3000K)

Beam

Beam

Beam

15° (P) | 24° (N)
40° (M)

12° (P) | 24° (N)
36° (M)

12° (P) | 24° (N)
36° (M)

Finishes

Textured Black
White/Black Trim
Black/Gold Trim
White/Gold Trim
General Specifications

UV Textured Black
Stainless Steel 316L
General Specifications
Material

Stainless Steel 316L Marine Grade

IP

67

Wiring

Wired in Parallel

Warranty

3 Years

LED

Material

Powder Coated Aluminium

IP

20

UGR (Unified Glare Rating)

<13

Warranty

5 Years

Track Mount

Single (1C) and three (3C) circuit track
adaptor available

LED
Colour Temp

2400K

CRI

80+

Colour Temp

3000K, 4000K

Efficacy

Up to 68lm/w

CRI

80+

Lifetime

>100,000h L70

Efficacy

Up to 79lm/w

PPF

Colour Deviation

SDCM≤3

Lifetime

>63,500h L70

Typical
(43.2 umol/sec)
Typical
(29.1 umol/sec)

Control Gear
24V DC Non-Dimmable
Remote Control Gear
Power Factor

IP68 - 15/30/60W
IP67 - 80W/120W/240W
>0.90

Dimming

1-10V Dim (AD), DALI Dim Optional

SP EC I F Y AT UN I O S .CO M/COM PASS
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Finishes
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Active-PPF

Control Gear
240V Built-in Phase-Cut Dimmable Control Gear
DALI Gear must be used in conjunction with DALI Gearbox
Power Factor
>0.90
Dimming

LED Phase-Cut Dim (PC), DALI Dim
Optional
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Coming Soon

Launching later in 2018, Universal
Light is a biannual magazine
written by lighting experts for the
lighting specifier community.
With contributions by some
of Australia’s leading
practitioners and renowned
photographers, Universal Light
is an insight into the rising
recognition of the importance
of lighting in architecture.

More than a collection of
case studies and products,
the magazine moves the
conversation towards advancing
technologies, the changing
nature of specification and the
maturation of digital innovations.

Universal Light is published by
Unios but comes together as
a consolidation from some of
Australia’s leading voices in the
lighting industry.

Distributed to every corner of
Australia with an initial circulation
of 1,500 copies, Universal Light
seeks to spread a unified passion
for light for all environments.

SUBSCRIBE FOR FREE PRINT ISSUES AT UNIOS.COM/UNIVERSALLIGHT

Interested in
contributing to
Universal Light?
We are looking for contributors
If you are an architect, engineer,
consultant or lighting designer and are
interested in contributing to the Universal
Light magazine, get in touch with the
Unios team. Universal Light will cover a
range of topics ranging from the adoption
of Revit to new technology in lighting.

EMAIL BRAND@UNIOS.COM
PHONE +61 8 924 8 1888

About the Publisher
Unios believe in light as an extension of every surface, every structure – enriching
everyday experiences through light. By blending precise design and engineering,
they bring light to life in all its diversity. As agile makers of light, they shape and
build luminaires that blend aesthetics and technology. Unios luminaires help define
and accentuate the environments we live and work in; now and in the future.

LEARN MORE ABOUT US AT UNIOS.COM

Instagram: instagram.com/unioslight
Facebook: facebook.com/unioslight
LinkedIn: linkedin.com/company/unios

Pinterest: pinterest.com/unioslight
Twitter: twitter.com/unioslight

Published by
Unios Design
© Unios Australia Pty Ltd 2018
No part of this catalogue may be reproduced
without prior permission from Unios Australia
Pty Ltd. Models and technical specifications are
subject to modification and enhancements.
Printed in Australia.
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